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~= Central Railway D.R.M’s Office
- Safety Branch, Solapur.
No.SUR/SFT/S/103 Date: 15.12.21

All concerned /SUR Division
SAFETY CIRCULAR No. 17 /21-22

Sub:- Action to be taken in case of rail / weld failure or rail breakage.
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Procedure to be followed in case of lurch, rail/weld failure on track as prescribed
in G & SR 1999 edition is re-iterated below for the guidance and strict adherence by the
staff related to train operation.

Duty of Loco pilot.
S.R.6.07(1) Defective Permanent Way.

In the event of the Loco Pilot and / or Guard experiencing any abnormal condifion
in the track over which his train has passed and he considers that the portion of the
track over which his train has passed is detrimental for safe running of subsequent
trains he will take action as under :-

(a) Stop his train at next block station without clearing the block section, whistle
frequently and inform the Station Master through available means of
communication not to permit any train from either end of the affected block
section in case of single line and from the rear in case of double line. In case of IBS
and automatic block territories, the Loco Pilot must inform the Station Master and
Lloco Pilot of frains already left station in rear through available means of
communication to stop movement of trains.

(b) Proceed further, only after satisfying himself that Station Master has clearly understood so
as not to permit further movement over the line unfil a written memo indicating the
details of occurrence is received by Station Master from the Loco Pilot. Loco Pilot will
then again stop in such a manner that the engine is in front of the station building or the
Block Cabin where the Block Instruments are located so as to deliver the written memo
in detail to Station Master.

Duty of SM/ASM in affected station:-
S.R.6.07(1) Defective Permanent Way -

(c) The Station Master on receipt of such a Memo must issue a message addressed to
Station Master of the block station at the other end of the block section and Junior
Engineer/ Sr. Section Engineer (P.Way)Assistant Divisional Engineer, Divisional
Engineer, Chief Controller and Divisional Operations Manager.

(d) Arange to dispatch a rail maintenance machine / tower wagon/ light engine or in
their absence a frain accompanied by engineering official with a caution order to
the effect to “Stop Dead" sufficiently short of the expected portion of the track. The
engineering official accompanying will inspect the track and shall allow the train to
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